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TAGS

Temperature range -196°C to +150°C (-321°F to +302°F)

Printable Tags for High-Profile PCR Tubes, Strips & Plates
PCR-TagTrax™

Recommended Ribbons:
Alcohol & Smudge-Proof RR-Class (P.100)

Benefits:
Quick, bird’s eye view of all printed information

Allows PCR tubes, strips, and plates to be tagged in a 
variety of configurations

Able to withstand a wide temperature range (-196°C/ 
-321°F to +150°C/+302°F)

Tag, amplify, track and store. PCR-TagTrax™ offers an  
innovative and helpful approach to identifying, tracking, 
and storing 0.2 ml high-profile tubes, high-profile 8-tube 
PCR strips, as well as 96-well high-profile PCR plates (no 
skirts). 

Made of a non-adhesive strong thermoplastic material, 
it withstands a wide range of temperatures, from -196°C 
to +150°C, making it safe for use in thermocyclers and 
for long-term storage in lab freezers. The tags are ther-
mal-transfer printable using our smudge-proof RR class 
of resin ribbons and provide a means to identify PCR 
tubes and strips with alphanumeric text and 1D and/or 2D 
barcodes. A vertical perforation line allows the tags to 
serve as a stand, well suited for storage in refrigerators and 
freezers.

#PID-1

#PID-1#PID-1
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Color & Multicolor Tags

SKU# Inches (W x H) mm (W x H) Core Tags/Roll Colors/Roll

PID-1C1-0.5WH 1.53″ x 0.36″ 38.9 x 9.1 1” 500

PID-1C3-1WH 1.53″ x 0.36″ 38.9 x 9.1 3” 1,000

PID-1C1-0.5YE 1.53″ x 0.36″ 38.9 x 9.1 1” 500

PID-1C3-1YE 1.53″ x 0.36″ 38.9 x 9.1 3” 1,000

PID-1C1-0.5MC1 1.53″ x 0.36″ 38.9 x 9.1 1” 500

PID-1C3-1MC1 1.53″ x 0.36″ 38.9 x 9.1 3” 1,000

PID-2C1-0.5WH 4” x 0.3” 101.6 x 7.6 1” 500

PID-2C3-1WH 4” x 0.3” 101.6 x 7.6 3” 1,000
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Printing Kits Available
More details on P.97

#PID-1C1-0.5WH

#PID-2C1-0.5WH

#PID-1C1-0.5MC1 #PID-1C1-0.5YE
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Temperature range -196°C to +80°C (-321°F to +176°F)

Cryogenic Tags for Metal Racks
Cryo-ID-Kit™

Benefits:
Specifically designed to hang from metal racks

Available in assorted color packs for color coding

Versatile design allows labels to withstand temperatures up to +80°C (+176°F)

Resist extreme cryogenic temperatures (-196°C/-321°F, in liquid or vapor phase liquid nitrogen)

Hanging tags for the identification of metal racks and other containers stored long-term in liquid nitrogen Dewars and 
ultra-low temperature laboratory freezers. Each Cryo-ID-Kit™ includes 12 plastic Cryo-Cards™ with connection hooks 
and thermal-transfer cryogenic labels. The supplied NitroTAG™ labels can be printed with all common thermal-transfer 
barcode printer brands, with alphanumeric text, serialized information as well as 1D and 2D barcodes. The labels can also 
be inscribed with permanent markers.
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Color & Multicolor Packs

SKU# Inches (W x H) mm (W x H) Tags/Pack Colors/Pack

CID-01WH 3.39″ x 2.13″ 86.1 x 54.1 12

CID-02WH 2.13” x 1.18” 54.1 x 30 12

CID-02YE 2.13″ x 1.18″ 54.1 x 30 12

CID-02A 2.13″ x 1.18″ 54.1 x 30 12

CID-02A2 2.13″ x 1.18″ 54.1 x 30 12

CID-02A3 2.13″ x 1.18″ 54.1 x 30 12

CID-02A4 2.13″ x 1.18″ 54.1 x 30 12

CID-02A5 2.13″ x 1.18″ 54.1 x 30 18

#CID-02WH #CID-02YE

#CID-02A #CID-02A2
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TAGS

Temperature range -196°C to +150°C (-321°F to +302°F)

Adhesive-Free Formalin Resistant Tags for Thermal-Transfer Printers
FormaliTAG™

SKU# Inches x Feet Metric Core

ALA-25C1-125 1” x 125’ 25.4mm x 38m 1”

ALA-25C3-500 1″ x 500′ 25.4mm x 152m 3”

ALA-64C1-125 2.5” x 125’ 64mm x 38m 1”

ALA-64C3-500 2.5” x 500’ 64mm x 152m 3”

ALA-76C1-125 3” x 125’ 76mm x 38m 1”

ALA-76C3-500 3” x 500’ 76mm x 152m 3”

Recommended Ribbons:
Chemical Resistant XAR-Class (P.100)

Benefits:
Withstand direct exposure to harsh chemicals and 
solvents

Supplied in a continuous roll for ease of use and size 
selection

Able to withstand long-term immersion and storage in 
liquid preservatives

FormaliTAG™ labels are adhesive-free tags for 
thermal-transfer printers that allow permanent and 
long-term identification of biological specimens and 
samples fixed and preserved in formaldehyde. Designed 
to be resistant to formalin, these tags can be used with 
formalin solutions (10%-100%) and alcohols. Durable 
and reliable, they are perfect for museums, anatomy 
and pathology laboratories, and specimen preparation 
facilities conducting preparation, preservation, and 
long-term conservation of biological specimens.

Able to resist formaldehyde and alcohol solutions, 
these labels are intended to be directly inserted into the 
preservative solution along with the specimens. These 
non-adhesive tags are made from a chemically inert 
plastic, ensuring they protect the sample information 
from degradation without affecting specimen integrity. 



Get in touch with an expert
1-800-518-0364 / support@ga-international.com

Automation 
Labels

Customized for Any Labeler High-Performance & Reliability 
Our labels have been tested with a number of automated 
labelers including Scinomix, Agilent, and other brands. We 
have the manufacturing and design capabilities to create 
labels that will work with your labeler.

With years of experience, we have researched and devel-
oped labels that endure extreme cold, heat, moisture and 
chemicals. When it comes to resistance, we have the label 
that meets the highest standards in the industry.




