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AUTOCLAVE RESISTANT

Laser-printable labels ideal for glassware, surgical 
instruments and trays, metal and plastic surfaces, double- 
blister packs, and other items intended for use in steam 
autoclaves, ethylene oxide sterilizers, dry heat ovens, and 
gamma irradiators. These autoclavable labels withstand 
multiple sterilization processes and can be printed on with 
alphanumeric text, serialized information, as well as 1D or 
2D barcodes.

Our autoclave laser labels are durable, inert, weatherproof, 
waterproof, alcohol-resistant, and have been tested to 
endure up to 20 autoclave cycles (up to 132°C/269.6°F, 30 
psi). These autoclave labels can also resist a wide range of 
temperatures, from -40°C to +150°C, making them safe to 
use in incubators, and laboratory freezers. Compatible with 
all common brands of desktop laser printers. 

Temperature range -40°C to +150°C (-40°F to +302°F)

Autoclave-Resistant Labels for Laser Printers
Steri-LazrTAG™

Benefits:
Strong adhesive ensures secure labeling of material 
destined for sterilization

Designed for use in steam autoclaves, dry heat ovens, 
and gamma irradiators

Able to withstand a wide temperature range (-40°C/ 
-40°F to +150°C/+302°F)

#ALTR-13

#AKA-63
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Permanent

Removable

These permanent autoclave-resistant laser labels will withstand multiple autoclave cycles, ideal for the 
identification of materials that will undergo repeated sterilization protocols.

The autoclavable labels for laser printers are coated with a glove-friendly removable adhesive, perfect for 
labeling glassware, surgical instruments, and blister packs prior to steam autoclave cycles.

SKU# Inches (W x H) mm (W x H) Labels/Pack

AKA-12 0.94” x 0.5” 23.9 x 12.7 2,688

AKA-13 1.75″ x 0.5″ 44.5 x 12.7 1,280

AKA-63 2″ x 1.125″ 50.8 x 28.6 432

AKA-3 2.63″ x 1″ 66.8 x 25.4 480

AKA-30 3″ x 2.375″ 76.2 x 60.3 128

AKA-28 8.5” x 11” 215.9 x 279.4 16

SKU# Inches (W x H) mm (W x H) Labels/Pack Colors Available

ALTR-13 1.75″ x 0.5″ 44.5 x 12.7 1,280

ALTR-63 2″ x 1.125″ 50.8 x 28.6 432

ALTR-3 2.63″ x 1″ 66.8 x 25.4 480

ALTR-116 3″ x 0.625″ 76.2 x 15.9 512

ALTR-39 3.5″ x 1″ 88.9 x 25.4 320
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AUTOCLAVE RESISTANT

Sterilization–resistant labels for inkjet printers. Durable, 
waterproof, wear-and-tear proof, and weatherproof, these 
autoclavable labels are able to withstand multiple ster-
ilization processes and will resist spraying with ethanol, 
isopropanol, and other alcohols. Compatible with all com-
mon desktop inkjet printer brands, our Microsoft Word free 
online templates make it easy to format and print full color 
text, images, and logos. 

These labels are designed to endure sterilization in steam 
autoclaves (up to 10 autoclave cycles at 132°C and 30psi), 
dry heat ovens, gamma irradiators (up to 50 KGy), and 
ethylene oxide sterilization chambers (759 mg/L, 55°C, 
40-80% humidity). These high-temperature–resistant 
permanent labels are ideal for glassware, metal and plastic 
surfaces, surgical instruments and trays, and other items 
intended for sterilization. 

Temperature range -40°C to +150°C (-40°F to +302°F)

Autoclave-Resistant Labels for Inkjet Printers
Steri-JetTAG™

Benefits:
Strong permanent adhesive ensures labels will not 
wrinkle or peel

Designed for use in steam autoclaves, dry heat ovens, 
and gamma irradiators

Able to withstand a wide temperature range (-40°C/ 
-40°F to +150°C/+302°F)

#INKA-63

#INKA-106
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SKU# Inches (W x H) mm (W x H) Labels/Pack

INKA-13 1.75″ x 0.5″ 44.5 x 12.7 1,280

INKA-63 2″ x 1.125″ 50.8 x 28.6 432

INKA-106 3″ x 2″ 76.2 x 50.8 160

INKA-61 3.5″ x 2″ 88.9 x 50.8 160

Inkjet Printable Sheets
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AUTOCLAVE RESISTANT

Steri-ThermoTAG™ autoclave-resistant labels are 
designed for use with thermal-transfer printers, ideal for 
the identification of instruments, containers, and surfaces 
that will undergo sterilization inside high-pressure steam 
autoclaves, dry heat sterilization ovens, gamma irradi-
ators, or ethylene oxide chambers. Versatile and coated 
with a strong durable adhesive, they can be applied to 
plastic, glass, and metal surfaces, perfect for labeling 
surgical instruments and trays, stainless steel and alumi-
num surfaces, plasticware, glassware, and double-blister 
packs.

Made of a high-temperature–resistant thermoplastic film 
that can withstand temperatures ranging from -60°C to 
150°C, they are safe to use in incubators, as well as in 
laboratory freezers. These autoclavable labels are water-
proof, weatherproof, and wear-and-tear proof.

Temperature range -60°C to +150°C (-76°F to +302°F)

Autoclave-Resistant Thermal-Transfer Labels
Steri-ThermoTAG™

Recommended Ribbons:

Printing Kits Available
Smudge & Alcohol Proof RR-Class (P.100)

More details on P.94

Benefits:
Able to withstand a wide temperature range (-60°C/-76°F 
to +150°C/+302°F)

Designed for use in steam autoclaves, dry heat ovens, 
and gamma irradiators

Versatile, can adhere to a variety of surfaces, including 
metal, plastic, and glass

#BOA-19

#AUTR-56

#AUTT-94
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These permanent autoclavable thermal-transfer labels have been tested to endure up to 20 autoclave 
cycles, perfectly suited for the identification of containers and instruments that will undergo multiple 
sterilization cycles.

Coated with a glove-friendly removable adhesive, these thermal-transfer steam autoclave labels can be 
readily removed without leaving any glue residue behind, ideal for labeling labware, stainless steel surfaces, 
and containers for sterilization.

Blackout Steri-ThermoTAG™ labels are ideal for concealing sensitive information on containers that 
need to be autoclaved before disposal.

Permanent

Removable

SKU# 
(White)

SKU# 
(Colors) Inches (W x H) mm (W x H) Core Labels/Roll Colors Available

AUTT-75NPC1-2WH AUTC-75NPC1-2 1″ x 0.6875″ 25.4 x 17.5 1” 2,000

AUTT-75NPC3-2WH AUTC-75NPC1-2 1″ x 0.6875″ 25.4 x 17.5 3” 2,000

AUTT-19C1-1WH - 1.3” x 0.625” 33 x 15.9 1” 1,000

AUTT-19C3-1WH - 1.3” x 0.625” 33 x 15.9 3” 1,000

AUTT-84C1-0.25WH AUTC-84C1-0.25 2″ x 4″ 50.8 x 101.6 1” 250

AUTT-84C3-1WH AUTC-84C3-1 2″ x 4″ 50.8 x 101.6 3” 1,000

AUTT-28C1-2WH - 2” x 1” 50.8 x 25.4 1” 2,000

AUTT-28C3-2WH - 2” x 1” 50.8 x 25.4 3” 2,000

AUTT-200C1-1WH - 2.5″ x 1.25″ 63.5 x 31.8 1” 1,000

AUTT-200C3-2WH - 2.5″ x 1.25″ 63.5 x 31.8 3” 2,000

AUTT-62C1-0.5WH - 4″ x 2″ 101.6 x 50.8 1” 500

AUTT-62C3-1WH - 4″ x 2″ 101.6 x 50.8 3” 1,000

SKU# Inches (W x H) mm (W x H) Core Labels/Roll

AUTR-61NPNOTC1-4WH 0.354” diameter 9 1” 4,000

AUTR-61NPNOTC3-8WH 0.354” diameter 9 3” 8,000

AUTR-9C1-1WH 1.25″ x 0.875″ 31.8 x 22.2 1” 1,000

AUTR-9C3-3WH 1.25″ x 0.875″ 31.8 x 22.2 3” 3,000

AUTR-28C1-1WH 2″ x 1″ 50.8 x 25.4 1” 1,000

AUTR-28C3-2WH 2″ x 1″ 50.8 x 25.4 3” 2,000

AUTR-11C1-2WH 2.64″ x 0.276″ 67.1 x 7 1” 2,000

AUTR-11C3-4WH 2.64″ x 0.276″ 67.1 x 7 3” 4,000

Blackout

SKU# Inches (W x H) mm (W x H) Core Labels/Roll

BOA-19C1-1SI 1.3″ x 0.625″ 33 x 15.9 1” 1,000

BOA-19C3-3SI 1.3″ x 0.625″ 33 x 15.9 3” 3,000

BOA-28C1-1SI 2” x 1” 50.8 x 25.4 1” 1,000

BOA-28C3-2SI 2” x 1” 50.8 x 25.4 3” 2,000
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